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454 GRAMS, 1 KG CAN, 5 KG

LUBRICANTS: DESCRIPTION HEAVY DUTY

NLGI CONSISTENCY GRADE

BASE OIL

THICKENER / TYPE OF SOAP

COLOUR

SUITABLE FOR MEDIUM LOADS P<C/5

SUITABLE FOR HIGH LOADS P<C/5

SUITABLE FOR LOW SPEEDS n.Dm> 100,000

SUITABLE FOR HIGH SPEEDS n.Dm > 100,000

PROPERTIES IN HUMID ENVIRONMENTS
(IN THE PRESENCE OF WATER)

SUITABLE FOR LOW-AMPLITUDE OSCILLATIONS

ADHESION

LOW TORQUE

LOW NOISE LEVELS

ANTI-CORROSION PROTECTION

PUMPABILITY

SIZES AVAILABLE

  TOP QUALITY GREASE FOR VERY HIGH
PRESSURE APPLICATIONS SUCH AS IN THE

  HEAVY INDUSTRY, METTALURGY,
CONSTRUCTION, TRANSPORT ETC

MADE IN FRANCE

BENEFITS

EXCELLENT PERFORMANCE UNDER HEAVY
LOADS & HIGH SPEEDS
GOOD PROPERTIES IN THE PRESENCE OF WATER
EXCELLENT PROTECTION AGAINST WEAR & CORROSION
  

STANDARD APPLICATIONS

CONVEYORS , LIFTING DEVICES
TRUCK WHEEL HUBS ,HIGH POWERED
ELECTRIC MOTORS, WATER PUMPS
PRESSES, ETC.

TOP QUALITY GREASE
FOR VERY HIGH-PRESSURE
APPLICATIONS
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DISTRIBUTED BY:

          +971 4 886 5100
           +971 54 308 5993

      EXPORT@MCB.AE   

WWW.MCB.AE
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TEMPERATURE RANGE:

FROM -25 °C/ -13 °F
TO +140 °C / 284 °F

ADVANTAGES:

ENERGY EFFICIENT
BEST FOR BEARING SERVICE
AND MAINTENANCE


